
Kafuter K-5203 Thermal Conductive Silicone 

Adhesive for LED Lights  

 

Quick Details 

 Place of Origin: China (Mainland)  
 Classification: Other Adhesives  
 Main Raw Material: Silicone  
 Usage: Construction, Transportation, lighting, LED light  
 Brand Name: kafuter  
 Model Number: 5203  
 Appearance: white elastomer  
 viscosity: thixotropic  
 Thermal Conductivity: 1.2  
 Application: Sealing/Bonding  
 Fields: LED ceiling light/LED tube  
 Packing: 45g/tube, 100tube/carton  

 Kafuter-5203 Thermal Conductive 
Silicone Adhesive for LED light 

   

                      (Seal in LED lights, CPU, Radiator) 

   

 FEATURES 

 K-5203 is a reinforced thermally conductive silicone elastomer with great 
adhesion, insulation and dissipation. 

 (1) one part, room cure, white thixotropic elastomer.  
 (2) Excellent in cold and high alternating resistance (-60°c~ 280°c). 
 (3) No peeling and good disassemble after long time usage. 
 (4)The elastomer with high bonding strength , the shear strength is 

30kg/cm3
 

   
   
 APPLICATION 
   

 fill, bond, and seal in electronics 



 1. the gap between CPU and radiators 

 2. the gap between thyristor control modules and radiator 

 3. the filling of high-power electronics modules and radiators,etc. 
   

 TYPICAL PROPERTIES 
   

  

Cured 

Property Name K-5203 

Appearance                   white 

Viscosity (cp)   thixotropic elastomer 

Density(g/cm
3)                   2.0~2.5 

Initial Curing Time(25°c, min) ≤30 

  

  

  

Uncured 

  

  

Mechanical 

Properties 

Tensile Strength (Mpa) ≥2.5 

Elongation At Break (%) ≥100 

Shear Strength (Mpa) ≥1.5 

Hardness(shore A) 50~65 

Working Temp (°c) -60~280 

Electrical 

Properties 

Dielectric Strength(kv/mm) ≥18 

Permittivity (@60Hz) 2.8 

Volume Resistivity (Ω.cm) 1×1015
 

                  Thermal Conductivity(w/m.k) 1.2 

 


