
 Av. des Sports 26 - 1400 Yverdon-les-Bains  Av. des Sports 26 - 1400 Yverdon-les-Bains  Tel./ Fax +41(0) 24 423 04 90  / 99   -   www.flexcell.com Tel./ Fax +41(0) 24 423 04 90  / 99   -   www.flexcell.comVHF-Technologies SAVHF-Technologies SA
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battery capacity (mAh) :battery capacity (mAh) :

AM/FM radioAM/FM radio

14W   15 VDC   900 mA   /14W   15 VDC   900 mA   /

standard GPSstandard GPS
fish finderfish finder

2-ways radio2-ways radio

 4000 4000  8000 8000

professional GPSprofessional GPS

satellite phonesatellite phone

4h004h00 9h009h00
to maintain 12 Volt batteriesto maintain 12 Volt batteries

semirigidsemirigid waterproofwaterproofshockresistantshockresistant

lead acid batterylead acid battery
for solar lightsfor solar lights

swiss made

shockproof  solar panel

sunboard         14 Watts
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smart power.  brilliant solutions.smart power.  brilliant solutions.

Application :  solar panel for 12 V batteries

Power : 13.5 W

Operating voltage (Vmpp) : 15 V *

Operating current (Impp) : 900 mA *

Open circuit voltage (Voc) : 23 V *

Short circuit current (Isc) : 1200 mA *

Dimensions : 350 mm x 1305 mm

Active area : 280  mm x 1218 mm

Thickness : 3 mm

Temperature operating range : -20°C to +40°C

Weight : 1500 g

Connector : AMP Superseal 1.5 series IP67

Compatible accessory : solar charge controllers

CE Approval

* measured at Standard Testing Conditions (STC),1000W/m²,  AM 1.5, 25°C
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